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Product Specification — Triangular Bandage —

Single Use

Product Information

REF: 411

Description: Triangular Bandage — Single Use

Manufacturer: Reliance Medical LTD

Address: West Avenue, Talke, Stoke-on-Trent,
Staffordshire, ST7 1TL, United
Kingdom.

EC Rep, EU Reliance Medical Ireland

Importer:

Address: Unit 17, Westlink Industrial Estate,

Kylemore Road, Dublin 10, Ireland

Characteristics:

Multi-functional bandages, used to
create slings and ideal for splinting.
The non-woven version is for single
use only. The calico version may be
washed and re-used as appropriate.
The specially hemmed edge calico is
especially practical for use on First
Aid Training courses. Triangular
bandages are indispensable an
essential first aid bandage. All
versions are supplied individually
wrapped.

Licensed markets:

UK,IRL, EU

Sterile:

No

Main material:

Non-Woven fabric

Storage Conditions:

Store in a cool, dry place.

triangular
bandage

« Single Use
+90cm x 127cm

The information contained in this product specification is accurate for the above revision date.

However, components are subject to change without notice, when another specification will be issued.
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Barcode Information
UNIT QUANTITY BARCODE DIMENSIONS WEIGHT
Single 1 5060131884110 80mmH x 110mmW x 10mmD 17g
Pack 10 05060131884110 170mmH x 120mmW x 80mmD 170g
Case 500 15060131884117 420mmH x 480mmW x 400mmD 8.5kg

Additional Information

CHARACTERISTIC

QUANTITY

Material 70% Viscose, 30% Polyester
Type Spun lace — Non woven
Dimensions 90cm x 90cm x 127¢cm
Breaking Force >60N/5cm

Per unit area weight 28[}2gsm

Elastic Rate >160%

The information contained in this product specification is accurate for the above revision date.

However, components are subject to change without notice, when another specification will be issued.
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